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EXECUTIVE SUMMARY
FEASIBILITY STUDY FOR OPERABLE UNIT 2

This feasibility study (FS) develops, evaluates, and compares remedial action alternatives
(RAAs) that may be used to mitigate hazards and threats to human health and the environment
resulting from soil and groundwater contamination at Operable Unit 2 (OU 2) at Naval Air
Station Pensacola. OU 2 is comprised of Sites 11, 12, 25, 26, 27, and 30. Remedial
investigations of OU 2 are reported in the Remedial Investigation Report (EnSafe, 1997) and
the Remedial Investigation Report Addendum (EnSafe, 2004).

The nature and extent of contamination at OU 2 is defined by the remedial goals for the site,
which are defined by Chapter 62-777, Florida Administrative Code (Contaminant Cleanup
Target Levels). The characterized media includes surface soil (0 to 2 feet below grade level
[bgl]), subsurface soil (2 feet bgl to water table), groundwater, and groundwater discharging to
surface water. RI data were initially collected in 1993 and supplemental groundwater data
were collected in 1995. In 2003, the subsurface soil and groundwater were comprehensively
assessed to determine the current status of contamination. Therefore, 1993 data were used to
define the nature and extent of surface soil contamination, whereas 2003 data were used to
define the nature and extent of subsurface soil and groundwater contamination. The
media-specific and contaminant-specific remedial volumes are calculated based on the

cleanup target level exceedances.

Media-specific RAAs are developed on a site-wide basis for OU 2. Although there is
presumptive interaction between the soil and groundwater media, separate media-specific RAAs
are developed because they principally address different receptors. Site-wide RAAs are
developed because remedial actions would presumably be performed concurrently for Sites 11,
12, 25, 26, 27, and 30, and contamination is similar. The assembled alternatives may contain
multiple treatment technologies. As stated in Office of Solid Waste and Emergency Response
(OSWER) Directive 9355.3-01, the assembled alternatives should preferably include a no-action
alternative, one or more containment alternatives, one or more treatment alternatives, and a

removal alternative.
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The RAAs developed for soil contamination include the following:

o No Action

. Institutional Controls

. Soil and Asphalt Capping

o Phytoremediation Covers and Asphalt Capping

o Excavation and Offsite Disposal

The RAAs developed for groundwater contamination include the following:

o No Action

. Riparian Corridors

o Permeable Reactive Barrier and Riparian Corridors

o Groundwater Pumping and Discharge to Federally Owned Treatment Works
o Groundwater, Pumping, Treatment, and Discharge to Wetlands

A detailed analysis was performed by evaluating the RAAs using the nine criteria stipulated in
the National Oil and Hazardous Substances Contingency Plan (40 CFR §300.430) and
OSWER Directive 9355.3-01. The detailed analysis and presentation of pertinent information
permits decision makers to adequately compare the alternatives, select an appropriate
site remedy, and satisfy the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) remedy selection requirements in the Record of Decision. The
comparative analyses of the media-specific RAAs are summarized in Tables 8-1 and 8-2 of this

report.
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Feasibility Study Report

NAS Pensacola — Operable Unit 2
Section 1 — Introduction
January 18, 2005

1.0 INTRODUCTION

1.1 Report Purpose

This feasibility study (FS) develops, evaluates, and compares remedial action alternatives (RAAs)
that may be used to mitigate hazards and threats to human health and the environment resulting
from soil and groundwater contamination at Operable Unit 2 (OU 2) at Naval Air Station (NAS)
Pensacola. OU 2 is comprised of Sites 11, 12, 25, 26, 27, and 30. Remedial investigations of OU 2
are reported in the Remedial Investigation Report Operable Unit 2 (EnSafe, 1997) and the
Remedial Investigation Report Addendum Operable Unit 2 (EnSafe, 2004).

1.2 Report Organization

This FS is prepared pursuant to the Comprehensive Environmental Response, Compensation, and
Liability Act of 1980 (CERCLA) and the Superfund Amendments and Reauthorization Act (SARA)
of 1986. This report is organized as outlined in the Office of Solid Waste and Emergency Response
(OSWER) Directive 9355.3-01, Guidance for Conducting Remedial Investigations and
Feasibility Studies Under CERCLA (USEPA, October 1988). The FS is organized as follows:

o Section 1 — Introduction: Discusses the purpose and organization of the FS.

o Section 2 — Site Description: Describes OU 2 sites and discusses their operational and

investigative history, and summarizes the nature and extent of contamination.

o Section 3 — Feasibility Study Process: Describes the regulatory process for conducting
an FS. Remedial action objectives (RAOs) are developed using characterization and
assessments made in the RI and by considering applicable or relevant and appropriate

requirements (ARARs), which are presented in Appendix A.

o Section 4 — Nature and Extent of Contamination: Identifies the areas requiring
analysis, based on the RAOs. Media-specific remedial goal exceedances are identified and

the volumes and/or areas requiring remedial action are estimated.

1-1
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NAS Pensacola — Operable Unit 2
Section 1 — Introduction
January 18, 2005

Section 5 — Technology Screening: Identifies potential remedial technologies and
provides a cursory evaluation based on the criteria of effectiveness, implementability, and
cost. Inappropriate technologies are removed from further consideration, and several

technologies are retained for the assembly of RAAs.

Section 6 — Assembly of Alternatives: Assembles the retained technologies into
media-specific RAAs for OU 2. RAAs are evaluated on the criteria of implementability,

effectiveness, and cost.

Section 7 — Detailed Analysis of Alternatives: Evaluates the individual alternatives
according to the nine evaluation criteria identified in OSWER Directive 9355.3-01
(USEPA, October 1988).

Section 8 — Comparative Analysis of Alternatives: Compares performance of

alternatives, presenting strengths and weaknesses to prioritize the alternatives according to

the nine evaluation criteria.

1-2
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2.0 SITE DESCRIPTION

The Remedial Investigation Report Operable Unit 2 (EnSafe, 1997) and Remedial Investigation
Report Addendum Operable Unit 2 (EnSafe, 2004) provide a comprehensive description, the
site characterization, and the baseline risk assessment (BRA) of OU 2. In this FS, this section
summarizes the OU 2 site descriptions, investigative history, nature and extent of contamination,
and BRA. In Section 4, the nature and extent of contamination is defined in terms of the

remedial goals.

2.1 Site Descriptions and History

OU 2 (Sites 11, 12, 25, 26, 27, and 30) is in the northeast portion of NAS Pensacola as shown in
Figure 2-1 and Figure 2-2. These sites were grouped together as an operable unit because they are
near each other within the same watershed. OU 2 extends from the western edge of the golf

course east to the Yacht Basin.

2.1.1 Site 11 — North Chevalier Field Disposal Area

The North Chavalier Field Disposal Area, Site 11, is a former landfill where industrial and
municipal wastes were disposed and burned from the late 1930s to the mid-1940s. The area
occupies approximately 20 acres southwest of an extension of Bayou Grande called the Yacht Basin.
Surface elevations on the site are approximately 5 feet above mean sea level (msl), and
topography slopes gently eastward toward Bayou Grande. Two prefabricated buildings —
Buildings 3627 and 3628 — are near the center of the site. Building 3445, at the site’s
southeastern corner, is used to store outdated office equipment. A fenced area north and south of
Buildings 3445 is used for outside storage of boats, trucks, and heavy equipment.

Pat Bellinger Road runs north-south through the center of Site 11.

According to the initial assessment study (IAS) conducted by the Naval Facilities Engineering
Service Center (NFESC), this landfill was used to burn refuse through the mid-1940s. During this
time, it received combustibles such as fuels, solvents, and waste oil from aircraft engine overhauls.
During landfill operations from the early 1930s to the 1940s, approximately 24 cubic yards (CYs) of
material
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were disposed of daily from several NAS Pensacola locations. During this time, an unknown
number of 55-gallon drums of unknown contents was observed. Until the 1950s, oil slicks were
noted during heavy rains in the Yacht Basin (Naval Environmental and Engineering Support Activity,
[NEESA], 1983).

2.1.2 Site 12 — Scrap Bins

Site 12 is currently referred to as the Defense Reutilization and Marketing Office (DRMO)
Recyclable Materials Center and used to store scrap metal. The site is approximately 800 feet
northwest of former Chevalier Field and immediately west and upgradient of Site 26. Most of the
site area is enclosed by a chain-link fence and covered with a large concrete pad where heavy
equipment is stored. Surface elevations average 15 to 18 feet above msl, and the terrain is
relatively flat. The limited exposed surface soil is sandy and well drained. Buildings 455 and 3821
are in the southern portion of the site. Building 455 houses an office, break area, and storage

warehouse, whereas Building 3821 is a storage warehouse.

From the early 1930s to the 1940s, garbage was stored at Site 12 in an area known as “Pig Sty Hill”
near Building 455. Approximately 16 CYs (two truckloads) per day of wet garbage were stored here
before being hauled off for livestock feed. The site has since been used as a scrap metals storage
area (NEESA, 1983).

2.1.3 Site 25 — Radium Spill Area

The approximately 50-foot x 50-foot concrete-paved area is on the eastern portion of NAS
Pensacola, immediately east of Murray Road and north of Farrar Road. The site includes an area
east of the radium decontamination building (Building 780) where the radium spill is reported to
have occurred. A former helicopter scrap yard approximately 25 feet east of Building 780 is
currently used as a parking area for Navy Exchange semi-trailers. The fenced yard is unpaved and
covered with interlocking, perforated metal sheets. Building 780 currently houses the Joint Oil
Analysis Laboratory, which is used for quality assurance analysis of oil from aircraft and vehicles.
The site is flat with land surface elevations averaging approximately 22 to 25 feet above msl.
Where exposed, site surface soil is sandy and well drained.
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Building 780 was constructed in 1951 to house the oxygen and carbon dioxide shops. In
approximately 1975, a radium decontamination operation was added. Radium wastes from this
operation were stored in a drum onsite before being disposed. In 1978 a spill occurred in the
storage area between Building 780 and the scrap yard. Approximately 25 gallons of low-level
radium paint waste spilled from a ruptured, eroded drum onto the underlying concrete floor
(NEESA, 1983). The waste was reportedly cleaned up, placed in a secure container, and sent to a
proper disposal site. The exact location of the spill, the details of the cleanup operation, and
whether the waste reached unpaved soil were not determined from the existing records (Ecology
and Environment [E&E], 1992a).

2.1.4 Site 26 — Supply Department Outside Storage Area

The Supply Department Outside Storage Area, Site 26, is northwest of former Chevalier Field and
immediately south of Building 684. The approximately 150-foot x 200-foot area houses an open
metal shed near a former chemical storage building. DRMO uses this area to store paints, fuels,
and solvents. Site access is limited by an 8-foot chain-link fence surrounding the storage area. The
concrete pavement inside the fence is bordered by sandy soil and mowed grass. Site 26 is bounded
on the west by a paved road and on the east by a wooded area (Site 11). The site gently slopes

eastward to a topographic break where elevations abruptly drop to approximately 5 feet above msl.

From 1956 until 1964, the supply department used Site 26 to store incoming paint strippers and
acids. Containers of these materials placed outside on steel matting sometimes leaked, discharging
the materials onto the ground (Geraghty & Miller [G&M], 1984).

2.1.5 Site 27 — Radium Dial Shop Sewer

The Radium Dial Shop Sewer extends through the remaining concrete foundation of Building 709,
which is currently a parking lot. The building foundation is 2 to 4 feet above the surrounding area.
Beyond the building formation, the sewer easement is unpaved. The site is approximately 150 feet
west of Building 780 (Site 25) and bounded by Farrar and Murray roads on the south and west,
respectively. An adjacent parking lot north of the building foundation is asphalt paved, and a gravel
and shell parking lot is northeast of the foundation. All area roads are paved with either concrete or

asphalt. Originally, the site consisted of a small radium dial shop in former Building 709 with a
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connection to the sanitary sewer. However, recent investigations have associated additional areas
of contamination with the site, expanding the area of investigation to approximately 6 acres.

Building 709, constructed in 1941, was used for several operations, including carburetor repair,
propeller repair, painting and maintenance, various instrument shops (including a radium
paint room), and a plating shop (E&E, 1992b). In 1949, a small shop in Building 709 was used to
rework luminous instrument dials. Worn and damaged instruments were returned to this shop to
be stripped and repainted. From 1941 to 1965, the stripping procedure required soaking the
instruments in benzene, scraping them in a benzene or water bath, or dry scraping and
painting them under a ventilation hood. After 1965, the procedure switched to scanning the
instruments for radium, then stripping them with paint stripper and a lye-nitric acid solution.
Contaminated instrument cases were soaked in another acid solution called “Turco” then scrubbed
with a wire brush (NEESA, 1983).

Building 709 also housed a large plating operation from 1941 to approximately 1970. The operation
involved the use of 50 solution tanks ranging from 50 to 3,865 gallons in capacity (E&E, 1992b).

A routine disposal operation in Building 709 involved washing spent cleaning solutions and
luminous paint down the drains into the sanitary sewer. The disposed wastes from this location
included cleaning solutions containing benzene, white pigments, phosphorus, radium, and
small amounts of acidic or caustic solutions. Plating wastes from Building 709 and shops in
Building 604 and 649/755 were periodically dumped through drains into the sanitary sewer. Most
of the building drains connected to a single line draining into the sanitary sewer line. From 1941 to
1948, all wastes from Building 709 were discharged directly into Pensacola Bay. From 1941 to
1962, concentrated cyanide wastes from Building 709 were periodically dumped into the
sanitary sewer. After 1962, the cyanide was drummed and disposed 15 miles offshore in the Gulf of
Mexico although small quantities of cyanide continued to be discharged into the sewer.
Plating operations ceased in Building 709 in 1970 or 1973 (NEESA, 1983). Building 709 has been
removed, and the old building floor is used as a parking lot.
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2.1.6 Site 30 — Complex of Industrial Buildings and IWTP Sewer Line

The approximate 35-acre site houses a complex of industrial buildings — known as the Building 649
complex (interconnected Buildings 647, 648, 649, 692, 755, 3815, and several smaller separate,
associated buildings). Housing the Dynamic Component Division of the former Naval Aviation Depot
(NADEP), several aircraft component repair functions were carried out here. Operations in this
complex began in the 1940s and continued until NADEP closed. Also included in the Site 30
investigation were the areas surrounding Buildings 3220 and 3450, former NADEP buildings where
aircraft electronics were repaired. The Site 30 investigation also included a portion of the
industrial wastewater treatment plant (IWTP) sewer line from the Building 649 complex to the
wastewater treatment plant. The portions of the sewer investigated with Site 30 include those
associated with Sites 25, 27, and 30, and downstream segments. The portions include the
segment extending from the Building 649 complex, the feeder line from Building 3220, and the

main line running to the IWTP.

Aircraft and parts were painted in booths in the Building 649 complex beginning in 1940. The
paints used at NAS Pensacola were cellulose nitrate lacquer, zinc chromate, nitrate dope,
acetate dope, “day glow,” epoxy, and enamel. Thinners used were lacquer thinner, toluene, and
M-T-6096 (NEESA, 1983).

A tin-cadmium plating shop operated in the Building 649 complex from the mid-1940s to the
early 1960s. At this time, it was replaced by a magnesium treatment line, which operated until the
early 1970s. Near Building 649, 15 tanks ranging in capacity from 200 to 500 gallons contained
solutions of tin, cadmium, and cyanide. Additionally, a 250-gallon tank stored trichloroethene (TCE)
(NEESA, 1983), and a 500-gallon underground storage tank (UST) on Building 649’s north end
stored waste oil (Graham, 1993, personal communication). The contents were drained periodically
into a “ditch” east of the buildings. Based on current topography and historical data, this “ditch”
was either Wetland 5A or a topographical low draining into it. When the tin-cadmium operation
was replaced by a magnesium treatment line in the early 1970s, the 15 tanks near Building 649
were then used to store acids, caustics, degreasers, chromate solutions, and potassium
permanganate (NEESA, 1983).
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In the summer of 1994 as part of an interim removal action, the Public Works Center (PWC)
removed an aircraft engine shipping container from Wetland 5A immediately southeast of
Building 649. The shipping container had been used as an oil-water separator. Wetland 5A was
sampled under the Site 41 investigation. A second plating shop in Building 755 was used from the
early 1960s until the early 1970s. Fifty tanks ranging in capacity from 50 to 200 gallons contained
metal plating solutions, including nickel, chromium, silver, lead, and tin (NEESA, 1983).

Concentrated cyanide wastes generated in Buildings 649 and 755 were disposed in the
same manner as Building 709’s cyanide waste. Disposal involved discharging the wastes down the
sewer from 1941 to 1962, discarding drummed waste in the gulf after 1962. Overflow discharged
into the sewer (NEESA, 1983).

An empty fiberglass UST mounted in concrete is still near Building 692’s southeast corner. Installed
in 1986, this tank stored JP-1/JP-5 (jet fuel) calibration fluid for use in Building 692. The
fiberglass tank replaced an older steel tank also used to store calibration fluid. The older tank had
at least one undocumented spill. A UST along the west side of Building 692 supplied Building 755
with methyl ethyl ketone (MEK) via underground pipes. Several other USTs were along the
entire north side of Building 692; their exact contents are unknown. Some of the storage tanks
may have contained chromium wastes (Graham, 1993, personal communication).

In 1973, minor painting operations began in Building 3450 (NEESA, 1983). Several 1,000-gallon
USTs along the south wall of Building 3450 were reportedly used to store gasoline
(ABB Environmental Services, Inc. [ABB], 1993).

Several tanks near Building 3220 included a diesel UST near the southeast corner, a waste oil UST
on the south wall, and a series of USTs approximately 50 feet south of the waste oil tank
(ABB, 1993).

The wastewater treatment plant, originally built in 1948, was replaced in 1971 with a modern plant
that could accept industrial wastes. Most facilities discharging to the sewer did so without
any pretreatment or waste segregation. The waste stream has included paint strippers,
heavy metals, pesticides, radioactive wastes, fuels, cyanide waste, and waste oil (NEESA, 1983).
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Beginning in 1973, the Naval Air Rework Facility operations discharged to the sewer instead of to
Pensacola Bay. The IWTP sewer line consisted of vitreous clay and cast-iron piping installed
both before and after 1971.

2.2 Previous Investigations
The section summarizes events and investigations relevant for the OU 2 sites.

1976 — Radiation Survey/Removal: According to NEESA accounts, the Radiological Affairs
Support Office (RASO) conducted an investigation of radium contamination in the drain lines at the
demolished Building 709 area (Site 27). Portions of the drain pipe, linoleum floor, walls, and
wood flooring within the dial plating shop were identified as radioactive. The contaminated
drain pipe was excavated to a depth of 18 inches, and the remaining area was capped and

abandoned.

1983 — Initial Assessment Study: The IAS involved review of historical documents and
aerial photographs, interviews, and site inspections. Although 29 sites were identified as having
possible contamination, none were thought to have an immediate risk to human health or the
environment. Sediment samples were taken from Bayou Grande near Site 11, and metals were
detected above toxicity levels. The IAS recommended seven sites, including Sites 11 and 27, for a

confirmation study of the suspected contaminants (NEESA, 1983).

1984 — Verification Study: As a follow-up to NEESA’s report, G&M installed several
monitoring wells and piezometers throughout NAS Pensacola, involving all the OU 2 sites except for
Sites 12 and 25. At Site 11, volatile organic compounds (VOCs) were detected and additional wells
were recommended. Samples from one drilled well at Site 27 detected gross alpha below
drinking standards and chlorinated hydrocarbons. Additional wells were recommended. A well was
drilled north of Building 648, next to Site 30 at former Site 31. Low concentrations of VOCs were
detected. Sediment samples collected from a presumed “ditch” at Site 30 contained concentrations

of cadmium, magnesium, and copper (G&M, 1984).
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1986 — Characterization Study: Several sites were investigated in this study. VOCs were
detected in wells northwest of former Chevalier Field (Site 11). VOCs were not detected in a
deep well at Site 27. No further action was recommended for Sites 27 and 30. Lead, mercury, and
VOCs were detected at Site 11. Two zones of contamination were identified at Site 11, and

additional work was recommended (G&M, 1986).

1991 — Site Investigation: VOCs and radioactive contamination were evaluated in soil at

Sites 25 and 27, and all parameters were at or near background levels (ABB, 1991).

1991, 1992 — Contamination Assessment/Remedial Activities Investigations: As part
of the Navy’s Installation Restoration Program (IRP), E&E conducted Phase I contamination
assessments for 22 sites to identify principal areas and primary chemicals of potential concern
(COPCs) and to recommend subsequent investigations. Fieldwork included site reconnaissance,
surface emission surveys, particulate air screening, utilities surveys, soil and groundwater sampling,
and hydrologic assessments. Laboratory screening analyses were deficient in their lack of
reproducibility. Groundwater samples, which were sampled with bailers and were analyzed
unfiltered, were characterized by high turbidity resulting in high metal results. The findings were

reported in interim data reports for each site:

o Site 11 — Metals, totals recoverable petroleum hydrocarbons (TRPHs), VOCs, polycyclic
aromatic hydrocarbons (PAHs), and phenol were present in unsaturated soils over a
large area of the site. The soil contamination was attributed to past waste disposal and
burning activities at the site. Groundwater was contaminated with metals at concentrations
exceeding primary drinking water standards. TRPHs, VOCs, PAHs, and phenols were also
present in groundwater. Some wells contained floating petroleum product. Potential
impacts to Bayou Grande from soil and groundwater contamination at Site 11 were noted
(E&E, 1991a).

. Site 12 — Contamination was detected in sediment, soil, and groundwater. Metals, TRPHSs,
VOCs, PAHSs, phenols, and polychlorinated biphenyls (PCBs) were the primary contaminants.
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A potential source of radiation was documented to be in the southeast area of the site.
Further investigation was recommended (E&E, 1991b).

Site 26 — The Site 26 investigation conclusions stated that limited soil and
groundwater contamination was present. Metals (arsenic, cadmium, and chromium),
TRPHs, VOCs, and PAHs were the primary contaminants. Further investigation was
recommended (E&E, 1991¢).

Site 25 and 27 — This investigation involved a screening surface radiation survey, a
soil head-space survey, and soil and groundwater sampling. At Site 25, analyses showed
isolated areas of TRPH, PCBs, metals, and radium-226 contamination in soil, and metals and
radium-226 in groundwater. All wells contained concentrations of radium-226 near or above
primary drinking water standards (E&E, 1992a). At Site 27, metals were observed in
soil near the drain and sewer lines at the former Building 709 location. Metals and
radium-226 were detected where the apparent surface spills occurred south of the building.
VOCs, PAHs, and phenols were detected on the north side of the building. Groundwater
results showed metals and radium-226 near the spill locations and radium-226 at the drain
and sewer lines. Arsenic, lead, TRPHs, phenols, and xylene were detected in groundwater
at the north side of the former building (E&E, 1992b).

Site 30 — Metals, TRPHs, PAHs, phenols, and VOCs were detected in surface water,
groundwater, and soil. The most contaminated areas were near the Building 648 complex
and next to Site 11. Further assessment was recommended (E&E, 1991c). Although
metals, TRPH, VOC, and PAH contamination were identified near the IWTP sewer, the IWTP

sewer was not identified as the source (E&E, 1992c).

1992 — Site Inspection Report: Site 25 and 27 surface soil samples were analyzed for

target analyte list (TAL) metals, Resource Conservation and Recovery Act (RCRA) toxicity

characteristic leaching procedure (TCLP) metals, and limited semivolatile organic compounds

(SVOCGCs). Instead of studying source areas, the investigations focused on adjacent areas.
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TCLP metals and SVOCs were not detected at concentrations exceeding background. The report
concluded that soil in the area sampled would be classified as nonhazardous if removed during the

construction of a proposed cold storage facility (ABB, 1991).

1992 — Naval Aviation Depot Installation Restoration Conference: ABB presented results
from 18 UST investigations at NAS Pensacola. Groundwater data were presented from one UST
near Building 709, four USTs in the Building 648/649 complex, and five USTs near Buildings 3220
and 3450. Most USTs showed petroleum and solvent contamination. The study documented
contaminants and presented isoconcentration-contoured plots for some parameters. This
presentation was not formally published. This presentation resulted in the transfer of solvent
contaminated UST sites to the IRP.

1992 — USEPA Field Investigation for Sites 1, 11, and 30: The US Environmental
Protection Agency (USEPA) sampled surface water, sediment, and four wells near Site 11, along
with the wetlands associated with Site 30. Metals were detected in sediment at Bayou Grande next
to Site 11 and in the wetlands south of the Building 648 complex. Recommendations included
additional sampling in Bayou Grande, the removal of the waste receiving structure in Wetland 5A,
and follow-up sampling (USEPA, 1992).

1993 — Contamination Assessment Report, South of Building 3450: The investigation
identified TRPH contamination in soils and chlorinated contaminants in groundwater near a
former UST site in Site 30 (ABB, 1993).

1994 — Wetland 5A Removal Action South of Buildings 649 and 755 in Site 30: The
Navy PWC removed and properly disposed of a waste-receiving structure and its contents, along
with all sediment that exceeded photoionization detector measurements of 10 parts per million
(ppm). The waste receiving structure was sent to DRMO for recycling. The sludge and

other contents were classified and disposed as nonhazardous waste.
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Silt fencing was used during the project and precautions were taken to reduce the impact of the
removal action to the downgradient wetlands. Three surface water samples were collected from a
downgradient location before, during, and after the removal action to assess the impacts to the
downgradient Wetland 5B. The highest concentrations were found in the sample collected before
removal, which indicates that the removal action did affect Wetland 5B. Sediment samples were
collected from beneath the waste-receiving structure and oil/water separator immediately after
their removal. Both sediment samples exceeded the Florida Department of Environmental
Protection (FDEP) sediment quality assessment guidelines for a variety of constituents. Wetland 5A

contamination is addressed in the Site 41 RI (EnSafe, in press).

1995 — Base Realignment and Closure (BRAC); Remodeling at Buildings 3220 and
3450: Buildings 3220 and 3450, which are southeast of Sites 25, 27, and 30, were remodeled as
part of the BRAC construction for the Naval Training Center. Construction alteration to the site
included repaving parking lots, new electrical corridors, and a radar tower. A few monitoring wells
were damaged during construction activities. The construction was complete and available for

student occupancy in spring of 1996.

1997 — Remedial Investigation: The RI field investigation for OU 2 was conducted between
July 1993 and December 1995. Shallow (0 to 1 foot) and subsurface (1 foot to the water table in
2-foot increments) soil samples were collected using hollow stem auger drilling techniques and
trenches. Groundwater samples were collected in two phases. The Phase I groundwater sample
locations were based on previous investigations and a preliminary soil gas survey, whereas Phase 11
locations were determined by consensus at the January 1995 Tier I Partnering meeting. Phase I
samples were collected using a Grundfos pump or with bailers, and Phase II samples were collected
with a peristaltic pump using a low-flow sampling protocol. Thus, the Phase II groundwater
samples had a lower turbidity and lower concentrations of metals and sorbed species. The
RI investigation also included radium-226 screening at Sites 12, 25, 26, and 27; a
contaminant source survey; a habitat and biota survey; and specific capacity testing of constructed

monitoring wells.
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2004 — Remedial Investigation Addendum: In preparation for the FS, Phase III soil and
groundwater samples were collected to assess the conditions of OU 2 in 2003. Twenty-five direct
push borings were advanced, and 32 soil samples were collected from the same intervals that
leachability-based FDEP soil cleanup target levels were exceeded in the RI. Groundwater samples
were collected from 69 strategic locations, which were selected based on previous FDEP
groundwater cleanup target level exceedances or in locations in the middle or downgradient of
previously identified plumes. The analytical parameters included metals, pesticides/PCBs, SVOCs,
VOCs, and monitored natural attenuation (MNA) indicator parameters. The new data were

compared to previous analytical data to document changes from the RI and to support this FS.

2.3 Summarized Remedial Investigation Findings
This section briefly summarizes the sources and nature and extent of contamination reported in the
RI. In Section 4, the RI and RI addendum data are compared with the remediation goals in order

to determine the nature and extent of contamination.

2.3.1 Site 11 — North Chevalier Field Disposal Area
The source of contamination was identified to be a former landfill, where trenching revealed
evidence of a “seam” of blackened debris at the water table. This oily material contained finely

corroded bits of metal and other debris.

The BRA identified soil inorganic COPCs at Site 11 as arsenic, beryllium, cadmium, chromium, and
iron.  Soil organic COPCs are Aroclor-1260 and benzo(a)pyrene equivalents (BEQS).
Groundwater inorganic COPCs are arsenic and beryllium. Groundwater organic COPCs are 1,2-
dichloroethene (1,2-DCE), aldrin, chloroform, 1,2-dichloroethane (1,2-DCA), dieldrin,
1,1,2,2-tetrachloroethane, tetrachloroethene (PCE), TCE, and vinyl chloride (VC).

2.3.2 Site 12 — Scrap Bins

The Site 12 soil contaminants included primary/secondary metals, PCBs, and SVOCs. The storage

of scrap metals contributes to metals contamination at this site. Though none were noted during

the RI field investigation, past storage of old transformers pending their disposal is a possible
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contributor to the PCB contamination at Site 12. Residual fuels and oils from scrapped aircraft and
vehicles stored at the site are possible sources of SVOCs at Site 12. Radium-226 contamination was
found at two locations in the north-central portion of Site 12 and in a 15-foot x 50-foot area near

the southeast corner of the site.

The BRA identified soil inorganic COPCs at Site 12 as arsenic, cadmium, and iron. Soil organic
COPCs are Aroclor-1260 and BEQs. In addition, soil samples contained radium-226 in amounts
equal to four times the standard in 40 Code of Federal Regulations (CFR) 192.12. COPCs identified
in groundwater were Aroclor-1260, chloroform, 1,1-DCE, dieldrin, heptachlor epoxide, and PCE.

2.3.3 Site 25 — Radium Spill Area

Soil samples collected behind Building 780 revealed a wide range of primary/secondary metals and
SVOC contamination. Shallow wells next to the building contained primary and secondary metals,
and an adjacent intermediate depth well contained metals, as well as chlorinated solvents, benzene,
and xylene. Improper storage and disposal of materials at Building 780 are possible sources of soil
and groundwater contamination. Another location of concern at Site 25 is the storage yard behind
Building 225, used as a metal prefabricating shop by the NAS Pensacola PWC. This yard contains
racks of metal sheeting, piping, etc. Shallow and intermediate wells located here contained
numerous primary and secondary metals exceedances, as well as PCE and TCE. Activities in and
around this building are a possible source for contamination in these wells. The loading dock where
the radium-paint spill and cleanup occurred was investigated, but no evidence of radium-226

contamination was found.

The BRA identified soil inorganic COPCs at Site 25 as arsenic, beryllium, cadmium, chromium, and
iron. Soil organic COPCs are Aroclor-1254, Aroclor-1260, BEQs, and dieldrin. All inorganic COPCs
identified in Phase I groundwater samples were eliminated from the risk assessment because
inorganic analytes in Phase II groundwater samples did not exceed hazard indices greater than 1.
Groundwater organic COPCs are chlorinated VOCs (1,1-DCE, chloroform, PCE, TCE, and VC).

2-15



Feasibility Study Report

NAS Pensacola — Operable Unit 2
Section 2 — Site Description
January 18, 2005

2.3.4 Site 26 — Supply Department Outside Storage Area

No significant contamination was detected at Site 26. No inorganics contributed to risk in
Site 26 soil. BEQs in Site 26 soil samples elevate the risk close to the 1E-06 threshold.
Groundwater inorganic COPCs are arsenic, beryllium, and cadmium. Groundwater organic COPCs
are dieldrin and PCE.

2.3.5 Site 27 — Radium Dial Shop Sewer

Known as the Radium Dial Shop, Site 27 is on the remaining concrete foundation of
former Building 709, which is currently a parking lot. At Site 27, SVOC exceedances were noted
from wells previously installed by ABB in support of UST removals at this location. The former UST
locations are possible contributors of contamination in these wells. The radiological survey revealed
a small area south of former Building 709. From the size of the area, the contamination appeared
to be a spill adjacent to an old stairway from Building 709. Outside this limited area, no significant

soil radiological contamination was found anywhere on these sites.

The BRA identified soil inorganic COPCs at Site 27 as aluminum, arsenic, cadmium, chromium, iron,
and mercury. Soil organic COPCs are dieldrin and BEQs. In groundwater, chromium, iron,
and manganese contributed to a cumulative hazard index greater than 1. Groundwater organic
COPCs are 1,4-dichlorobenzene, 1,1-DCE, 1,2-DCA, dieldrin, chloroform, PCE, and TCE, and have

associated risk projections ranging from 1E-06 to 6E-04.

2.3.6 Site 30 — Complex of Industrial Buildings and IWTP Sewer Line

At Site 30, numerous former ABB wells associated with previous UST removals within the
Building 649 complex revealed chlorinated solvents and benzene in groundwater exceeding
preliminary remediation goals (PRGs). EnSafe/Allen & Hoshall (E/A&H) wells installed on the
western side of this complex revealed SVOC and VOC exceedances in groundwater.
Aboveground storage tanks at this complex, the former USTs, and associated buried piping are
considered sources for this contamination. Several former ABB wells in and around Building 3220
exhibited benzene, chlorinated solvents, and phenol in groundwater exceeding PRGs. Also, former
ABB wells south of Building 3450 exhibited phenol in groundwater above PRGs. All of these ABB

2-16



Feasibility Study Report

NAS Pensacola — Operable Unit 2
Section 2 — Site Description
January 18, 2005

wells were associated with former UST removals. A shallow well (30GS154) installed on the
north side of Building 3450 exhibited VC and xylene in groundwater above PRGs.

The BRA identified soil inorganic COPCs at Site 30 as arsenic and beryllium. Soil organic COPCs are
BEQs and PCBs. Groundwater inorganic COPCs are arsenic, cadmium, and chromium.
Groundwater organic COPCs are benzene, chloroform, 1,1-DCE, 1,4-dichlorobenzene, PCE, and
1,1,1-trichlorethane. In addition to noting the risk associated in and around previous UST removals
in the Site 30 area of investigation, the BRA noted that groundwater concentrations of VC contribute

significantly to elevated risk at locations represented by monitoring well 30GS154.

Site 30 also includes a portion of the IWTP sewer line. The intermediate well (30GI111) adjacent
the southwest corner of Building 3189 exhibited chlorinated VOCs, benzene, iron, manganese, and
sodium above PRGs for groundwater. Activities at the former hazardous materials accumulation
area likely contributed to this contamination. Samples from well 30GS103 installed in a
fenced storage yard directly north of Building 3644 (a former NADEP building), contained
primary/secondary metals contamination, as well as chlorobenzene. Nearby well 30GS101
contained xylene and benzene. The contamination in 30GS103 is likely attributable to NADEP
activities at Building 3644. Well 30GS101 is adjacent the IWTP and may be impacted from IWTP
activities. Chlorobenzene and toxaphene were detected at well 30GS123 near a lift station for the
IWTP sewer line. Past spills from this lift station are the suspected contributors of this
contamination. The BRA found that groundwater concentrations of arsenic, benzene,
1,4-dichlorobenzene, and VC contribute significantly to elevated risk while chlorobenzene and iron
contribute significantly to elevated hazard indices at the location represented by monitoring well
pair 30GS111 and 30GI111. Other than 30GI111 for Site 36, the BRA only addressed soil boring
305102, north of the Building 3644 complex, reporting elevated risk concentrations for BEQs.

2.4 Potential Receptors

OU 2 has been an industrial area supporting supply, maintenance, and disposal activities for more

than 40 years. The contaminants within OU 2 appear to be limited to the surface and subsurface

soils, the surficial aquifer, groundwater to surface water discharge, and areas where point source or
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non-point source storm water discharges occur (e.g. wetlands). Current and potential receptors

include the following:

. The surficial zone of the sand-and-gravel aquifer, which is not used as a potable water

source due to taste and odor characteristics.

. The main producing zone of the sand-and-gravel aquifer, which is used as a potable water
source in Escambia County and underlies the surficial zone but is separated by a

confining clay unit.

. NAS Pensacola Wetland 5A, which receives runoff from the southwestern portion of the
OU 2 area (Site 30).

. NAS Pensacola Wetland 5B, which drains Wetland 5A to Wetland 6 (Sites 36, 25, and 27).
. The concrete-lined drainage ditch, also known as NAS Pensacola Wetland 6.
. The Yacht Basin, an arm of Bayou Grande, which receives runoff and groundwater flow

from the areas of Sites 11, 12, 25, and 26.

The low permeability clay layer between the surficial and main producing zones may inhibit
any downward contaminant migration into the deeper groundwater below the clay. The
coastal waters of surrounding NAS Pensacola have been classified by the FDEP as Class III
surface water, which indicates their use for recreation and maintenance of a well-balanced fish and
wildlife population. Potential ecological impacts on wetland areas adjacent OU 2 and Bayou Grande
are addressed in separate RI/FSs for Bayou Grande (Site 40) and the NAS Pensacola Wetlands
(Site 41).

2-18



Feasibility Study Report

NAS Pensacola — Operable Unit 2
Section 3 — Feasibility Study Process
January 18, 2005

3.0 FEASIBILITY STUDY PROCESS

The overall objective of the CERCLA remedy selection process is to select remedies that are
protective of human health and the environment, that maintain protection over time, and that
minimize untreated waste. The RI is used to assess site conditions and the risk assessment process
is used to assess risk and hazard based on RI findings. These data are used to gauge the
magnitude of site risk and identify possible areas requiring FS. At OU 2, Sites 11, 12, 25, 27, and
30 were recommended for FS.

The FS comprises the following elements:

o Development of Remedial Action Objectives — This includes the definition of ARARs,
the development of RAOs, the delineation of areas that exceed remedial goals (RGs) and

require feasibility analysis, and the estimation of associated impacted volumes.

o Technology Screening — This includes the identification of remedial process options that
address site contaminants, the evaluation of these technologies using implementability,
effectiveness, and cost criteria, and the screening of these technologies.

o Assembly of Alternatives — Suitable technologies, which are retained based on
engineering judgment, are assembled into viable RAAs. A conceptual design is developed
and evaluated using implementability, effectiveness, and cost criteria. This
second screening process identifies advantages and disadvantages of each remedial

approach.

o Detailed Analysis of Alternatives — The assembled alternatives are evaluated using the
nine criteria specified in 40 CFR §430(e)(9)(iii) (the National Oil and Hazardous Substances
Contingency Plan [NCP]). The nine criteria are used to evaluate each alternative’s
overall protection of human health and the environment and compliance with
statutory requirements.

o Comparative Analysis of Alternatives — The RAAs are comparatively evaluated using

the nine NCP criteria.
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3.1 Development of Remedial Action Objectives

The RAA selection process begins during RI planning, when PRGs are set based on readily
available information such as presence of chemical-specific ARARs. As the RI/FS proceeds, goals
are modified as needed to reflect understanding of the site and its ARARs. Final RGs are
established when the remedy is selected. The goals must consider ARARs and must establish
acceptable exposure levels that are protective of human health and the environment.

In developing RAOs for the FS, four issues were addressed:

PRGs based on chemical-specific ARARs.

. Spatial distribution of contamination in the media of concern, as determined by the RI.

. Human health and ecological assessments, including exposure pathways, addressed in
the BRA.

. Potential groundwater contamination by contaminant residuals in site soil.

3.1.1 Chemical-Specific Applicable or Relevant and Appropriate Requirements and
To-Be-Considered Criteria

As per the NCP, RGs shall establish acceptable exposure levels that are protective of human health

and the environment and are developed by considering the following:

. ARARs under federal environmental or state environmental or facility sitting laws, if
available, and the following factors:

— For systemic toxicants, acceptable exposure levels shall represent concentration
levels to which the human population, including sensitive subgroups, may be
exposed without adverse effects during a lifetime or part of a lifetime, incorporating
an adequate margin of safety.
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— For known or suspected carcinogens, acceptable exposure levels are generally

concentration levels that represent an excess upper bound lifetime cancer risk of
between 1E-06 and 1E-04. The 1E-06 risk level shall be used as the point of
departure for determining RGs for alternatives when ARARs are not available or are
not significantly protective due to the presence of multiple contaminants or exposure

pathways.

— Technical limitations, quantitative limits, uncertainties, etc.

Non-zero maximum contaminant level goals (MCLGs), established under the Safe
Drinking Water Act (SDWA), are relevant and appropriate for ground or surface waters that
are current or potential drinking water sources. When MCLGs are set at zero, the
maximum contaminant levels (MCLs) shall be attained when relevant and appropriate to the

circumstances of the release.

In cases involving multiple contaminants or pathways where attainment of chemical-specific
ARARs will result in cumulative risk in excess of 1E-04, risk- or technology-based goals may
be developed.

Water quality criteria established under the Clean Water Act (CWA) shall be attained where
relevant and appropriate.

Alternate concentration levels (ACLs) may be established in accordance with
CERCLA Section 121(d)(2)(B)(ii).

Environmental evaluations shall be performed to assess threats to the environment.

Chemical-specific ARARs will be considered in developing RAOs for the site.

A review of potential ARARs, shown in Appendix A, identified potential RGs for OU 2.

Proposed Rule 62-780, Florida Administrative Code (FAC), stipulates the cleanup criteria for OU 2.
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Proposed Rule 62-780 addresses contaminated site cleanup criteria and references contaminant
cleanup target levels in Rule 62-777, FAC. As discussed in Rule 62-777, FAC, the RGs for soil may

include the following:

. Residential soil cleanup target levels (SCTLs), which do not require land use restrictions.
o Commercial/industrial SCTLs, which require land use restrictions.

. Leachability SCTLs based on groundwater criteria.

. Leachability SCTLs based on surface water (marine or freshwater as appropriate).

Because NAS Pensacola is not proposed for realignment and closure, it is reasonable for the base to
be evaluated using commercial/industrial (C/I) decision criteria. As discussed in Rule 62-777, FAC,
the RGs for groundwater may include the following:

. Primary and secondary drinking water standards, as defined in 62-550, FAC.
. Groundwater cleanup target levels (GCTLs).
. Surface water CTLs for marine and freshwater, as appropriate.

Surface water CTLs are only applicable for groundwater discharging to surface water.

3.1.2 Definition of Remedial Action Objectives and Remedial Goals

RAOs are typically defined once the nature of site contaminants is known. In addition, current and
future land use, adjacent property conditions, human health and ecological risk assessments, and
other factors may be considered to identify a “reasonable future use” scenario. The identification of
site COPCs, as well as the future use scenario, enables decision makers to develop site-specific RGs
that are protective of human health and the environment, but which are not overly conservative

given probable exposure scenarios.

Proposed Rule 62-780, FAC, provides three risk management options to be pursued. The

risk management options are described as follows:
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o Level T — No further action without institutional or engineering controls,
62-780.680(1), FAC.

o Level II — No further action with institutional controls and, if appropriate,
engineering controls that are agreed to by the real property owners of the source property,
62-780.680(2), FAC.

o Level III — No further action with institutional controls and, if appropriate,
engineering controls that are agreed to by the real property owners of all properties subject
to the institutional or engineering controls, 62-780.680(3), FAC.

In this FS, remedies will be identified and evaluated that meet the RAOs defined by
Risk Management Option Level II.

3.1.3 Delineation of Areas Exceeding Remedial Goals

Once RAOs and RGs are defined, media exceeding RGs can be identified. At OU 2, the
environmental media exceeding RGs are soil and groundwater. FDEP has required point-by-point
compound-specific compliance with RGs; therefore, constituents in each soil boring and
each groundwater monitoring well are compared with RGs. The soil and groundwater exceedances

of the CTLs are discussed in Section 4 and summarized in Appendix B.

3.1.4 Environmental Media Volumes Exceeding Remedial Goals

The volumes of environmental media that exceed CTLs are estimated from data reported in the
Remedial Investigation Report (EnSafe, 1997) and the Remedial Investigation Report Addendum
Operable Unit 2 (EnSafe, 2004). The estimated volumes of environmental media requiring
remedial action are necessary to select appropriate remedial alternatives and develop the

cost estimates for these remedies.
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3.2 Technology Screening

After impacted media volumes are defined, the next step in the FS process is identification of
technologies applicable to site contaminants. Once technologies are identified, they are reviewed
for effectiveness, implementability, and cost. Technologies are either eliminated or retained for
further consideration. The screening is done on a media-specific basis and site-by-site basis for
OU 2 because of the various contaminants identified and ongoing use requirements at the base.

3.2.1 CERCLA Response Actions

The NCP provides guidance for conducting the RI/FS and the process for remedy selection. The
stated purpose of the selection process is to assure that implemented remedies protect
human health and the environment by eliminating, reducing, and/or controlling risks posed through
each pathway. The goal of the FS process is to select remedies based on fundamental criteria,

including the following:

. Protection of human health and the environment
o Compliance with ARARs

. Minimization of untreated hazardous waste

3.2.2 Program Management Principles

Sites should be remediated in OUs when 1) reduction of significant risk must be
accomplished quickly, 2) a phased analysis and response is necessary or appropriate given the size
or complexity of the site, or 3) when the expected final remedy must be expedited.
Interim responses should not be inconsistent with implementation of the expected final remedy, nor
should they preclude it. Site-specific data needs, alternative evaluation, and documentation of the

selected remedy should reflect the scope and complexity of site problems being addressed.

3.2.3 Expectations
In the NCP, USEPA broadly categorizes remedial action alternatives into general response actions

for consideration in the FS. Remedial action categories include the following:
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o Treatment — Use treatment to address the principal threats posed by a site, where
practical.
o Containment — Use engineering controls such as containment for waste that poses a

relatively low long-term threat or where treatment is impractical.

o Combination — Combine appropriate methods to protect human health and the

environment.

. Institutional Controls — Use institutional controls such as water and deed restrictions to
supplement engineering controls as appropriate for short- or long-term management to
prevent or limit exposure to hazardous substances, pollutants, or contaminants.
Institutional controls will not be substituted for active response measures as the sole
remedy unless such active measures are determined to be impractical based on the balance

of tradeoffs among alternatives determined during remedy selection.

o Innovative Technology — Consider an innovative technology when it offers the potential
for comparable or better treatment, performance, or ease of implementation, less

adverse impacts, or lower costs than demonstrated technologies.

o Groundwater Restoration — Restore usable groundwater to its beneficial uses whenever
practical in a reasonable amount of time. Where this cannot be accomplished,
USEPA expects to prevent further migration of the plume, prevent exposure to

contaminated groundwater, and evaluate further risk reduction.
3.2.4 General Response Actions

General response actions are media-specific actions that can achieve RAOs alone or in combination

with other actions. Response action alternative types include the following:
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. Source Control Actions — Source control actions are a range of alternatives in which
treatment is used to reduce the toxicity, mobility, or volume of hazardous substances,
pollutants, or contaminants. The range considered in an FS should include an alternative
that removes or destroys these constituents of concern to the maximum extent feasible,
eliminating or minimizing the need for long-term management. In addition, alternatives are
to be considered that treat the principal threats posed by the site but vary in the degree of
treatment and the amount and characteristics of residuals and untreated waste that must

be managed.

o Containment Actions — One or more alternatives should be considered that protect
human health and the environment primarily by preventing or controlling exposure to
site contaminants through engineering or institutional controls. Examples include
engineering controls such as extraction or injection wells and institutional controls such as

deed or access restrictions.

o Groundwater Response Actions — A limited number of groundwater remediation actions
should be assessed that attain site-specific goals within different restoration time periods.
These alternatives should use one or more methods such as groundwater extraction,

treatment, and in situ actions.

3.2.5 Identification of Technologies
This section provides general descriptions of technology types that may be applied to meet the

response actions described above.

No Action/Limited Action— The NCP requires evaluation of a no-action alternative as a basis of
comparison with other RAAs. Because no action may result in contaminants remaining onsite,
CERCLA requires a review and evaluation of site conditions every 5 years if this alternative is

selected.
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Natural Attenuation — Natural attenuation refers to dilution, dispersion, advection, and biotic
degradation of contaminants in the environment. Consideration of this option requires modeling
and evaluation of contaminant degradation rates and transport during remedial design. Sampling
and sample analysis must be conducted throughout the process to confirm that attenuation is
proceeding at rates that meet remediation objectives and to ensure that receptors are not

threatened.

Institutional Controls — Institutional controls reduce potential hazards by limiting
public exposure, as opposed to reducing volume, mobility, or toxicity of hazardous substances.

Examples of institutional controls include:

° Site access controls

o Public awareness and education

o Groundwater use restrictions

. Long-term monitoring

o Deed restrictions

o Warning against excavation and soil use

Removal/Excavation — Removal/excavation provides complete removal of contaminated media.
Examples include the excavation of soil with heavy equipment and the removal of groundwater via

groundwater extraction wells and subsurface drains.

Containment — Groundwater is contained by installing a network of extraction wells or
subsurface drains to produce a hydraulic barrier and eliminate or reduce the migration of
groundwater. Vertical barriers such as slurry walls, high-density polyethylene (HDPE) sheeting, or
sheet piling may also be used to reduce horizontal contaminant transport in groundwater from
contaminated soil zones. A surface cap of asphalt, concrete, soil barriers, or synthetic membranes
indirectly provides containment by reducing contaminant transport through soil by minimizing the
percolation of water through soils. These containment options can be used alone or together to

isolate contaminated soil and/or groundwater.
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Ex situ Treatment — Ex situ groundwater treatment technologies include groundwater extraction,
air stripping, bioreactor, carbon absorption, and precipitation. Soil may be treated ex situ by
multiple technologies such as excavation and offsite disposal, soil washing, landfarming,
thermal desorption, and solidification and stabilization.

In situ Treatment — In situ groundwater treatment technologies include air sparging,
vertical barriers, treatment walls, geochemical fixation, cosolvent/surfactant flushing, electrokenetic
remediation, and enhanced bioremediation. Soil may be treated in situ by multiple technologies,
including vitrification, bionutrification, solidification and stabilization, and thermal extraction.

Discharge/Disposal — Groundwater may be treated and discharged to the federally owned
treatment works (FOTW), treated and discharged to surface water, or reinjected into the aquifer.
Excavated soil may be disposed offsite at a hazardous or nonhazardous waste landfill, used as

site fill material, or isolated in an onsite containment unit.

3.2.6 Preliminary Technology Screening
Once the treatment technologies are identified, they are screened on a site-specific basis using the
criteria implementability, effectiveness, and cost.

Implementability — Encompasses a technology’s technical and administrative feasibility.
Technical implementability is used to eliminate technology types and process options that are
clearly ineffective or unworkable. Information from RI site characterization is used to screen out
technologies and process options. Administrative implementability emphasizes institutional aspects
such as the ability to obtain necessary permits for offsite actions; the availability of treatment,
storage, and disposal services (including capacity); and the availability of necessary equipment and
skilled workers to implement the technology.

Effectiveness — Screening is based on how effective each technology would be in

protecting human health and the environment. Each technology should be evaluated with regard to

its effectiveness in providing protection and reducing the toxicity, mobility, or volume of
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contamination. Both short- and long-term effectiveness should be evaluated. Short term refers to
construction and implementation, whereas long term refers to the period after the remedial action is
complete.

Cost — Plays a limited role in the screening process. Relative capital and operation and
maintenance (O&M) costs are used rather than detailed estimates. At this stage in the process, the
cost analysis is based on engineering judgment, and each process is evaluated based on whether
costs are high, low, or medium relative to other process options.

3.3 Assembly of Alternatives

Following the identification and screening of technologies, general response actions and
process options are combined to form alternatives that address the entire site. These
process options were chosen as representatives of technology types. In assembly alternatives, the
NCP goal of evaluating a range of alternatives was considered. Where possible given the size of the
site and the extent of RG exceedances, the alternatives vary in level of effort, balance of
containment versus treatment measures, cost, and remediation time frame. Alternatives have been

developed to respond separately to remedial needs for groundwater and soil.
Definitions of each alternative should provide sufficient information to distinguish the alternatives
with respect to effectiveness, implementability, and cost. The following information should be

included in each definition:

Locations of areas to be excavated or contained.

o Approximate volumes of soil and/or groundwater to be managed.

o Size and configuration of onsite excavation and treatment systems or containment
structures.

. Approximate locations of wells, trenches, treatment systems, etc.
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. Management options for treatment residuals.

o For media with several hazardous constituents, it may be necessary to identify which

contaminant(s) impose the greatest treatment requirements.

. Remediation time frame.

. Rates or flows of treatment.

. Spatial requirements for treatment or containment actions.
o Distances for disposal actions.

o Required permits for offsite actions and imposed limitations.

In short, the alternative description should include enough information to adequately explain the

alternative and document the logic behind the proposed action.

After development, each alternative is screened again using the three general criteria of

implementability, effectiveness, and cost.

Implementability — Measures both the technical and administrative feasibility of constructing,
operating, and maintaining an alternative. Technical feasibility refers to the ability to construct,
operate, and meet ARARs and includes an assessment of O&M and monitoring.
Administrative feasibility refers to interactions with other agencies, availability of treatment, and

any specific or unusual requirements.

Effectiveness — Is evaluated through an assessment of how each alternative provides protection
and the degree to which it reduces toxicity, mobility, or volume. Short-term effectiveness is
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evaluated according to the implementation period; long-term effectiveness assesses conditions
after the remedial action is completed.

Cost — Is assessed in greater detail at this stage than in the initial technology screening. A variety
of cost-estimating data are considered to develop both capital and O&M costs. The cost estimates
in this FS were prepared using the Remedial Action Cost Engineering and Requirements (RACER)
system, version 2005. RACER is a parametric cost modeling system used to develop costs for
environmental projects, technologies, and processes. Costs are primarily derived from the unit
price book (UPB), which is developed by the Tri-Services Cost Engineering Group, but also include
other specialized assemblies. RACER was submitted for formal validation, verification, and
accreditation in accordance with Department of Defense Instruction 5000.61 and was accredited
for the following intended use:

To provide an automated, consistent and repeatable method to estimate and document the
program cost for the environmental cleanup of contaminated sites and to provide a reasonable
estimate for program funding purposes consistent with the information available at the time of
the estimate preparation.

3.4 Detailed Analysis of Alternatives

Once identified, remedial alternatives are evaluated with respect to the requirements stipulated in
CERCLA as amended, the NCP (40 CFR 8§300.430), OSWER Directive 9355.9-19 (USEPA,
December 24, 1986), and factors described in OSWER Directive 9355.3-01 (USEPA, October 1988).

The detailed analysis of alternatives provides decision makers with the information needed to select
an appropriate site remedy. During the detailed analysis, each alternative is assessed against the
evaluation criteria described in the OSWER Directive 9355.3-01 and the other alternatives.
Assessment results are arrayed to compare the alternatives and identify key tradeoffs among them.
The results of the detailed analysis provide the basis for identifying a preferred alternative and
preparing a proposed plan. This approach is designed to provide decision makers with
sufficient information to adequately compare the alternatives, select an appropriate remedy for a

site, and satisfy CERCLA requirements for selecting the remedial action.
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This section summarizes the nine evaluation criteria used to evaluate the remedial alternatives, as
defined in 40 CFR §300.430. These criteria have been categorized as threshold criteria,
balancing criteria, and modifying criteria. The remedial alternatives are individually evaluated with
these nine criteria in Section 7 and comparatively evaluated in Section 8.

3.4.1 Threshold Criterion — Overall Protection of Human Health and the Environment
Each alternative must satisfy this criterion to be eligible for selection. Analysis in this section should
provide a final check to assess whether each alternative adequately protects human health and the
environment. The overall assessment of protection draws on the assessments conducted under
other evaluation criteria, especially long-term effectiveness and permanence, short-term

effectiveness, and compliance with ARARSs.

Evaluation of an alternative’s overall protectiveness should focus on whether it achieves
adequate protection by eliminating, reducing, or controlling the risks posed through each pathway
through treatment, engineering, or institutional controls. This evaluation considers whether an
alternative poses any unacceptable short-term risk or cross-media impacts.

3.4.2 Threshold Criterion — Compliance with Applicable or Relevant and Appropriate
Requirements

Alternatives must meet this criterion to be considered for selection. Compliance with ARARs is used
to determine whether each alternative will meet all the federal and state ARARs identified in
previous stages of the remedial process. The detailed analysis should identify which requirements
are applicable or relevant and appropriate to an alternative. The actual determination of which
requirements are applicable or relevant and appropriate is made by the lead agency (the Navy) in
consultation with the support agencies (USEPA and FDEP). Compliance with the following ARARs
should be addressed for each alternative during the detailed analysis: chemical-specific,
location-specific, and action-specific ARARs.

3.4.3 Balancing Criterion — Long-Term Effectiveness and Permanence

The evaluation of alternatives under this balancing criterion addresses the results of a

remedial action in terms of the risk remaining at the site after response objectives have been met.
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The primary focus of this evaluation is the extent and effectiveness of the controls that may be

required to manage the risk posed by treatment residuals and/or untreated wastes. The following

should be addressed for each alternative:

3.44

Magnitude of Residual Risk — This factor assesses the residual risk from
untreated waste or treatment residuals at the conclusion of remedial activities. This risk
may be measured by numerical standards such as cancer risk levels or the volume or

concentration of constituents in waste, media, or treatment residuals remaining onsite.

Adequacy and Reliability of Controls — This factor assesses the adequacy and
suitability of any controls used to manage treatment residuals or untreated wastes
remaining onsite. It may include an assessment of containment systems and institutional
controls to determine if they sufficiently ensure that any exposure to human and

environmental receptors is within protective levels.

Balancing Criterion — Reduction of Toxicity, Mobility, or Volume Through

Treatment

This criterion addresses the statutory preference for remedial actions employing treatment

technologies that permanently and significantly reduce the toxicity, mobility, or volume of

hazardous substances. This is one of the primary balancing criteria on which the detailed analysis

is based. The evaluation should consider the following specific factors:

The treatment processes, the remedies they will employ, and the materials they will treat.

The amount of hazardous materials that will be destroyed or treated, including how
principal threat(s) will be addressed.

The degree of expected reduction in toxicity, mobility, or volume, measured as a percentage

of reduction (or order of magnitude) when possible.

The degree to which the treatment will be irreversible.
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. The type and quantity of treatment residuals that will remain following treatment.

o Whether the alternative would satisfy the statutory preference for treatment as a
principal element.

3.4.5 Balancing Criterion — Short-Term Effectiveness

The short-term effectiveness of a remedial alternative is evaluated against its effect on
human health and the environment during implementation. This is one of the primary
balancing criteria on which the detailed analysis is based. Short-term effectiveness is based on
four key factors:

o Risks to the community during implementation of the remedial action.

o Risks to workers during implementation of the remedial action.

. Potential for adverse environmental impact as a result of implementation.
o Time until remedial response objectives are achieved.

3.4.6 Balancing Criterion — Implementability

The implementability criterion addresses the technical and administrative feasibility of implementing
an alternative and the availability of various services and materials required during its
implementation. Specifically, this criterion addresses the following:

Technical Feasibility
o Construction and operation relating to the technical difficulties and unknowns associated
with a technology.

o Reliability of technology, focusing on the likelihood that technical problems associated with
implementation will lead to schedule delays.

o Ease of undertaking remedial action, discussing future remedial actions that may be
required, and how difficult it would be to implement such additional actions.
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o Feasibility of monitoring the remedy’s effectiveness, including an evaluation of the risks of
exposure should be insufficient to detect a system failure.

Administrative Feasibility

o Activities needed to coordinate with other offices and agencies.

Availability of Services and Materials
o Availability of adequate offsite treatment, storage capacity, and disposal services.

o Availability of necessary equipment and specialists, and provisions to ensure any necessary
additional resources.

o Availability of services and materials, plus the potential to obtain competitive bids, which
may be particularly important for innovative technologies.

o Availability of prospective technologies.

3.4.7 Balancing Criterion — Cost

Detailed cost estimates for each remedial alternative are based on engineering analyses and
suppliers’ estimates of necessary technology. The estimated costs are intended to reflect
actual costs with an accuracy of minus 30% to plus 50%, in accordance with USEPA guidelines.
This is the final primary balancing criteria on which detailed analysis is based. Costs are expressed
in present value dollars. The cost estimate for a remedial alternative consists of four principal
elements: capital cost, O&M costs, costs for evaluation reports, and present value analysis. These
four elements are further explained as follows.

Capital Costs

o Direct costs for equipment, labor, and materials used to develop, construct, and implement
a remedial action.
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o Indirect costs for engineering, financial, and other services that are not actually part of
construction, but are required to implement a remedial alternative. The methodology used
to estimate the indirect cost varies with the degree of difficulty associated with construction
and/or implementation of the alternative. In this FS, the indirect costs include health and
safety items, permitting and legal fees, bid and scope contingencies, engineering design and

services, and miscellaneous supplies or costs.

Annual O&M Costs

O&M costs refer to post-construction costs necessary to ensure the continued effectiveness of a
remedial action. They typically refer to long-term power and material costs (such as the
operational cost of a treatment facility), equipment maintenance and replacement, and

long-term monitoring.

Evaluation Reports
This refers to the costs associated with reports prepared every 5 years to evaluate the results of the

selected alternative.

Present Value Analysis

This analysis makes it possible to compare the RAAs on the basis of a single cost representing an
amount that would be sufficient to cover all costs associated with the remedial action during its
planned life, if invested in the base year and disbursed as needed. A performance period
appropriate to each alternative is assumed for the present value analyses. A discount rate of 6% is

used for the present value estimates.

3.4.8 Modifying Criterion — Support Agency Acceptance
This assessment evaluates the technical and administrative issues and concerns USEPA and FDEP
may have regarding each alternative. This criterion is largely satisfied through state involvement in

the entire remedial process, including review of the FS.
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3.4.9 Modifying Criterion — Community Acceptance
This assessment evaluates the public’s potential issues and concerns regarding each alternative. As
with state acceptance, this criterion will be addressed in the ROD when comments on the FS and

proposed plan have been received.

3.5 Comparative Analysis of Alternatives

Once the alternatives have been fully described and individually assessed against the nine criteria,
the relative performance of each is evaluated. The purpose of the comparative analysis is to
identify the advantages and disadvantages of each alternative in relation to one another. The
differences between alternatives for each criterion should be highlighted, especially the
balancing criteria. The focus should help determine which options are cost effective and which

remedy uses permanent solutions and treatment to the maximum extent practicable.
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4.0 NATURE AND EXTENT OF CONTAMINATION

This section describes the nature and extent of contamination at OU 2, as defined by the RGs for
the site. Thus, the soil and groundwater investigation data presented in the 1997 RI and 2004 RI
Addendum are evaluated pursuant to Chapter 62-777, FAC, which specifies contaminant cleanup
target levels (CTLs). The media-specific and contaminant-specific remedial volumes are calculated

based on the CTL exceedances.

4.1 Parameters Used to Define Nature and Extent
This section summarizes the samples, RGs, and decision criteria used to estimate the soil and

groundwater volumes that require remedial action.

4.1.1 Samples

RI sampling was conducted in three phases at OU 2 and the samples are referred to as Phase I, II,
and III samples. The investigated media include surface soil (0 to 2 feet bgl), subsurface soil
(2 feet bgl to the top of the water table), and shallow and intermediate groundwater (upper 20 feet
and lower 20 feet of the saturated shallow aquifer, respectively). The sampled parameters are
grouped into the broad chemical categories of inorganics (metals), pesticides/PCBs, SVOCs, and

VOCs in this presentation of the nature and extent of contamination.

Phase I sampling was completed in 1993 and included comprehensive surface soil, subsurface soil,
and groundwater sampling. Phase II sampling was completed in 1995 and consisted of
groundwater sampling of selected monitoring wells. Because Phase I groundwater samples were
collected with bailers, which overestimated the concentration of inorganics, Phase II
groundwater samples were collected using a low-flow sampling protocol. Thus, Phase II
groundwater samples had less sediment and were more representative of true groundwater
conditions. Phase III was a comprehensive sampling investigation conducted in 2003 with the
intent of assessing the current conditions of shallow and intermediate groundwater and subsurface
soil. Phase III groundwater sample locations include the source areas and the downgradient

aquifer. Subsurface soil samples were collected to reassess previously identified hotspots.
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Because Phase III samples are comprehensive and recent, they are exclusively used to define the
nature and extent of subsurface soil and groundwater contamination in the FS. Because surface
soil samples were not collected in Phase III, Phase I samples are used to define the nature and
extent of surface soil contamination. The locations of the Phase I surface soil samples, the
Phase III subsurface samples, and the Phase III groundwater samples are shown on Figures 4-1, 4-
2, and 4-3, respectively.

4.1.2 Remedial Goals

The nature and extent of contamination is based on exceedances of the CTLs, as defined by
Chapter 62-777, FAC, Tables I and II. The soil and groundwater sample analytical results were
compared with the following CTLs to define the nature and extent of contamination, including the

following:

. Surface soil samples were compared with residential and C/I direct exposure SCTLs and

groundwater-based leachability SCTLs.

o Subsurface soil samples were compared with groundwater-based leachability SCTLs.

o Groundwater samples were compared with GCTLs based on ingestion (lifetime excess
cancer risk of 1E-06) and freshwater and/or marine Class III surface water criteria, as

appropriate.

In addition to these screening criteria, all media samples were compared to the NAS Pensacola
reference values for inorganics. The results, depicting parameter-specific exceedances for each of
the main parameter groups, are included in summary tables and figures. Note that only
CTL exceedances are plotted on these accompanying figures; for a plotting of all detections, the

reader is referred to the RI and RI addendum.

4.1.3 Decision Criteria for Estimating Remedial Volumes
The contaminant class-specific volume of surface soil, subsurface soil, and groundwater requiring
remediation was estimated using the following media-specific decision criteria:
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Soil

Volumetric determinations were based on residential and C/I direct exposure SCTL
exceedances for surface soil and leachability-based GCTL exceedances for surface and

subsurface soil.

Isolated impacted soil areas were assumed to extend 20 feet laterally from the

sampling point.

Groundwater

4.2

Volumetric determinations were based on monitoring wells with GCTL exceedances.

The estimates of groundwater distribution were based on the direction of groundwater flow.
The adjacent surface water bodies (Wetlands 5A, 5B, 6, 7, and 64) receive groundwater and
can be classified as gaining. In gaining water bodies, the potentiometric gradient, and thus
the groundwater flow, is generally perpendicular to the surface water body. Therefore,
unless the groundwater pathway from a well exhibiting an exceedance had an intervening
well that did not exhibit an exceedance, the affected groundwater was estimated to extend
from the GCTL exceedance to the nearest wetland.

To account for dispersion, the affected groundwater was assumed to extend 50 feet laterally

from the observed GCTL exceedance.

The saturated thickness of aquifer matrix used in the calculations was 20 feet for the

shallow and 20 feet for the intermediate, for a total saturated aquifer thickness of 40 feet.

The estimated porosity of the aquifer matrix was 30%.

Estimated Volumes of Soil and Groundwater that Require Remediation

The soil and groundwater volumes requiring remediation are estimated for the chemical categories

of metals, pesticides/PCBs, SVOCs, and VOCs. This section summarizes the sample exceedances,
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the estimated areal distributions of contamination, and the estimated remedial volumes. The

sample results and their CTL exceedances are given in Appendix B.

4.2.1 Metals
Figure 4-4 shows the surface soil samples and estimated areas that exceed the residential direct
exposure SCTLs. Given a 2-foot depth of contamination, which is based on surface soil definition,

19,520 CY of surface soil exceed the residential direct exposure SCTL.

Figure 4-5 shows the surface soil samples and estimated areas that exceed the C/I direct exposure
SCTLs. Given a 2-foot depth of contamination, 1,590 CY of surface soil exceed the C/I direct
exposure SCTL.

Figure 4-6 shows the surface soil samples and estimated areas that exceed the groundwater-based
leachability SCTLs for metals. Given a 2-foot depth of contamination, 15,690 CY of surface soil

exceed the groundwater-based leachability SCTLs for metals.

Figure 4-7 shows the subsurface soil samples and estimated areas that exceed the
groundwater-based leachability SCTLs for metals. Given a 2-foot depth of contamination for the
single detection, 120 CY of subsurface soil exceed the groundwater-based leachability SCTLs for

metals.

Figure 4-8 shows the groundwater samples and estimated areas that exceed GCTLs for
secondary drinking water standard metals, specifically aluminum, iron, and manganese. Based on
the decision criteria defined in Section 4.1.3, an estimated 14.4 million gallons of groundwater

exceed secondary drinking water standards.
Figure 4-9 shows the groundwater samples and estimated areas that exceed GCTLs for barium,
cadmium, chromium, and lead. Based on the decision criteria defined in Section 4.1.3, an

estimated 2.26 million gallons of groundwater exceed GCTLs for these metals.
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Figure 4-20 shows the groundwater samples adjacent to surface waters that exceed appropriate
Class III surface water CTLs. Marine Class III surface water CTLs are appropriate for evaluating the
groundwater to surface water exposure pathway adjacent to Wetland 7 and the Yacht Basin,
whereas freshwater Class III surface water CTLs are appropriate for evaluating the pathway
adjacent to Wetlands 5A, 5B, and 6. Aluminum, cadmium, copper, lead, and zinc have more
stringent surface water CTLs than groundwater CTLs. However, the more stringent surface water
CTLs does not increase the volume of groundwater requiring remediation.

4.2.2 Pesticides/Polychlorinated Biphenyls

Figure 4-10 shows the surface soil samples and estimated areas that exceed the residential direct
exposure SCTLs for pesticides and PCBs. Given a 2-foot depth of contamination, which is based on
surface soil definition, 7,530 CY of surface soil exceed the residential direct exposure SCTL for
pesticides and PCBs.

Figure 4-11 shows the surface soil samples and estimated areas that exceed the C/I direct exposure
SCTLs for pesticides and PCBs. Given a 2-foot depth of contamination, which is based on
surface soil definition, 1,780 CY of surface soil exceed the C/I direct exposure SCTL for pesticides
and PCBs.

Figure 4-12 shows the surface soil samples and estimated areas that exceed the groundwater-
based leachability SCTLs for pesticides and PCBs. Given a 2-foot depth of contamination, 9,210 CY
of surface soil exceed the groundwater-based leachability SCTLs for pesticides and PCBs.

There were no exceedances of groundwater-based leachability SCTLs in the subsurface soil samples
for pesticides and PCBs. There also were no exceedances of the GCTLs or Class III surface water
CTLs for pesticides and PCBs.

4.2.3 Semivolatile Organic Compounds

Figure 4-13 shows the surface soil samples and estimated areas that exceed the residential direct
exposure SCTLs for SVOCs. Given a 2-foot depth of contamination, which is based on surface soil
definition, 13,550 CY of surface soil exceed the residential direct exposure SCTL for SVOCs.
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Figure 4-14 shows the surface soil samples and estimated areas that exceed the C/I direct exposure
SCTLs for SVOCs. Given a 2-foot depth of contamination, 3,010 CY of surface soil exceed the
C/1 direct exposure SCTL for SVOCs.

Figure 4-15 shows the surface soil samples and estimated areas that exceed the groundwater-
based leachability SCTLs for SVOCs. Given a 2-foot depth of contamination, 830 CY of surface soil
exceeds the groundwater-based leachability SCTLs for SVOCs.

There were no exceedances of groundwater-based leachability SCTLs in subsurface soil for SVOCs.

Figure 4-16 shows the groundwater samples and estimated areas that exceed GCTLs for SVOCs.
Based on the decision criteria defined in Section 4.1.3, an estimated 0.82 million gallons of

groundwater exceed GCTLs for SVOCs.

Figure 4-20 shows the groundwater samples adjacent to surface waters that exceed appropriate
Class III surface water CTLs. Anthracene, fluoranthene, and pyrene have more stringent
surface water CTLs than groundwater CTLs. Although the consideration of surface water
CTLs results in additional exceedances of anthracene, fluoranthene, and pyrene in sample
030GS006003, these exceedances are marginal and they do not increase the volume of

groundwater requiring remediation.

4.2.4 Volatile Organic Compounds
There were no exceedances of the residential or C/I direct exposure SCTLs for VOCs in surface soil.

Figure 4-17 shows the surface soil samples and estimated areas that exceed the groundwater-
based leachability SCTLs for VOCs. Given a 2-foot depth of contamination, 2,960 CY of surface soil
exceeds the groundwater-based leachability SCTLs for VOCs.

Figure 4-18 shows the subsurface soil samples and estimated areas that exceed the
groundwater-based leachability SCTLs for VOCs. Given a 2-foot depth of contamination for the
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two detections, 240 CY of subsurface soil exceed the groundwater-based leachability SCTLs for
VOCs. The two GCTL exceedances were in samples collected immediately above the water table.
Contamination in these samples is presumably a consequence of groundwater contamination, as
opposed to leached soil contamination. This presumption is based on the lack of contamination
above this interval, as determined from of photoionization detector readings, the seasonally variable
water table, and the thickness of the capillary fringe. Thus, these leachability SCTL exceedances

are associated with the aquifer matrix and not the subsurface soil.

Figure 4-19 shows the groundwater samples and estimated areas that exceed GCTLs for VOCs.
Based on the decision criteria defined in Section 4.1.3, an estimated 13.5 million gallons of

groundwater exceed GCTLs for VOCs.

Figure 4-20 shows the groundwater samples adjacent to surface waters that exceed appropriate
Class III surface water CTLs. Chlorobenzene, ethylbenzene, and total xylenes have more stringent
surface water CTLs than groundwater CTLs. Although the consideration of surface water CTLs
results in an additional exceedance of total xylenes in sample 030GS006003, this exceedance does

not increase the volume of groundwater requiring remediation.
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27321

METALS FDEP Residential Direct Exposure SCTL (ppm)
Arsenic EAS) 0.8 (RC=1.56)

Barium (Ba) 110

Cadmium (Cd) 75

Chromium (Cr) 210 (Hexavalent)

Copper (Cu 110

lron (Fe) 23000

Lead (Pb 400

Mercury (Hg) 3.4

Vanadium (gV) 15

NOTES

1. ALL CONCENTRATIONS ARE IN PARTS PER MILLION (PPM)
2. SAMPLE LOCATION AND ID LABEL DESCRIPTION:

S = SOIL BORING SAMPLE
GS = SHALLOW GROUNDWATER WELL SAMPLE WITH
POSSIBLE SOIL BORING SAMPLE
Gl = INTERMEDIATE GROUNDWATER WELL SAMPLE WITH
POSSIBLE SOIL BORING SAMPLE
SRA/SLF = TRENCH SOIL SAMPLE

5. LAST TWO DIGITS OF SAMPLE ID INDICATE SAMPLE DEPTH
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305109 @ SURFACE SOIL BORING LOCATION EXCEEDING THE
GROUNDWATER LEACHABILITY SCTL
12512 ® SOIL BORING LOCATION

SAMPLE D
PARAMETER KEY [CONCENTRATION

PARAMETER KEY

METALS FDEP Groundwater Leachability SCTL (ppm)
Cadmium (Cd) 8

Chromium (Cr) 38 (Hexavalent)

Mercury (Hg) 2.1

Silver (Aqg) 17

NOTES

. ALL CONCENTRATIONS ARE IN PARTS PER MILLION (PPM)
. SAMPLE LOCATION AND ID LABEL DESCRIPTION:

S SOIL BORING SAMPLE

GS SHALLOW GROUNDWATER WELL SAMPLE WITH
POSSIBLE SOIL BORING SAMPLE
Gl = INTERMEDIATE GROUNDWATER WELL SAMPLE WITH
POSSIBLE SOIL BORING SAMPLE
SRA/SLF = TRENCH SOIL SAMPLE

5. LAST TWO DIGITS OF SAMPLE ID INDICATE SAMPLE DEPTH
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FEASIBILITY STUDY
OPERABLE UNIT 2
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NOTES

1. ALL CONCENTRATIONS ARE IN PARTS PER MILLION (PPM)
2. SAMPLE LOCATION AND ID LABEL DESCRIPTION:

S = SOIL BORING SAMPLE

GS = SHALLOW GROUNDWATER WELL SAMPLE WITH
POSSIBLE SOIL BORING SAMPLE

Gl = INTERMEDIATE GROUNDWATER WELL SAMPLE WITH
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SRA/SLF = TRENCH SOIL SAMPLE
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